WATCHVI/ZIN

@ True Tribrid HD-DVR

[ TVI1080P + AHD 1080P + Composite Analog 960H |

Trilorid

@1 DVR Health Monitoring (DHS)

]

ﬁf% HD 1080 SPOT via VMU
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UK-WMTHDOBS f UK-WMTHD165




[TRIBRID SYSTEM]

Specifications
Video input Mo. of channel

Video output Monitor
Multi-tasking
Resolution

Recording Max. speed

Mode
Display Resolution

Search Mode

Playback Speed

Audio Input

Audio Output

Sensor Input

Alarm Output{Relay)
Speed & Type
Network Codec
Bandwidth limit
Storage SATA
Backup
Password Protection
PTZ Control

5/W Upgrade

Power Source & Consumption

Interface

Dimension (mm)

UK-WMHDO04L
4CHBNC

UK-WMTHD165
16CH BNC

UK-WMTHDO08S
8CH BNC
1CH HDMI Output, 1CH VGA Output

Quadplex

1920 x 1080, 1920 x 540, 960 x 540, 1280 x 720, 1280 x 360, 640 x 360, 960 x 480, 260 x 240, 450 x 240 (NTSC)
1920 x 1080, 1920 x 540, 260 x 540, 1280 x 720, 1280 x 360, 640 x 360, 260 x 576, 960 x 288, 480 x 258 (PAL)
60fps at 1080P (NTSC) 120fps at 1080P (NTSC) 240fps at 1080P (NTSC)
S0fps at 1020P (PAL) 100fps at 1080P [PAL) 200fps at 1080P (PAL)

Schedule, Event (Sensor, Motion Detection), Manual, Continuous, Continuous + Event
1024 x 768, 1280 x 720, 1280 x 1024, 1440 x 900, 1920 x 1080
Quick, Calendar, Bookmark, Event (Sensor, Motion Detection), USB

x1, %2, x4, x8, x16, x32, 64, x128, x256, Field by Field (Rewind, Fast Forward)
%1/4, x1/2 Slow Motion (Forward anly), Repeat A-B

4CH 2CH

1CH
N/A 4(NO/NC Selectable)
N/A 1 Relay Output

10/100M (Static, DHCP, uPnP), E-mail, DDNS Avaliable
Dual Codec, (H.264)
Yes

HDD 2EA or HDD1EA + e-SATA 1EA
USB Flash Memaory, Network, USB HDD

1 Admin + 100 Users
R5-485, UTC (TVI, AHD)
MNetwark, USB Flash Memory
+12VDC/4A Adaptor
320(W) x 330(L) x 70(H)

HOD 1EA

+12VDC/3A Adaptor
326(W) x 250(L) x 52(H)
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DVR FEATURES REMOTE CLIENT FEATURES  MOBILE FEATURES

Supports HD TVI/AHD/CVBS Mac&'-.r‘ﬁndm1m Calendar search
Tech compatible CMS ..
UTC Function Support £ Push alarm notifications
nctio Event U nction
i PR Remote DVR relay control
Connects to DHS VMU E-map Support
e CMSWatch (restarts CMS funstable) £ 4
restarts nsta
E-mailalertwith AVivideodlip il ) [2% i ! i
Custornize the DVR with R
Your Logo

(Configuration)
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_ ( h Li:re W‘J (Remote Search) (Push Alarm)




UNITEK MANAGEMENT [VMU & DHS] WATCHM/ZIN

VMU FEATURES DHS FEATURES
* Real-time DVR manitoring +  Multiple DVR Alarm & Status Monitoring Central Server
= Various screen division mode (single, quad, 9-split, 16-split) + Real-time Alarm & Status Monitoring up to 60 remote DVRs
* Remote DVR search and playback function = Various alarm monitoring (Motion, Video Loss, Sensor)
= HDMI &VGA autput = DVR status checking (Up Status, Record Status)
* Upto 16 DVRs list management = System & event log saving function
* VMU can be used for 4096 channels video matrix system using = Instant switch to VMU function
free VMC software = Fully support VMU function
* Compact size PUSH Alarm Notification via Mobile App (DHS Alarm)
| Technical Specii WF_’I’“"?‘“A%FW ifications |
Specifications UK-VMU100 _ Specifications _ UK-DHS
Display Resolution 1920 x 1080p Display Resolution 1920 x 1080p
Network 10/100 Base-T Network 10/100 Base-T
Video Cutput HDMI &VGA Video Output HDMI & VGA
Power Requirement 12V/0.5A Power Requirement 12V/1.0A
Dimension W127 x DB x H28 (mm) Dimension W127 x D87 x H28 (mm)
Weight 200g Weight 200g
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<PC Based System>
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PC Based syitem | VMU system — IWR 60
Cost High L S :
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Syslem space Large small :
Installation Difficult Easy DVR 121 - | . -
Stability Low High D 180 _ e _ _
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Power consumption Maore than 500W Less than 5\W =—54] [Ons ) Bz
L DVR 240
Stackabie Difficult & High cost Easy & Low cost [
L
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(VMU vs. PC CMS Comparison) (System Diagram)




