KEY FEATURES

- 1/2.9" 2.4MP SONY CMOS Sensor

- Effective Pixels: 1920(H) x 1080(V)

- 2.8 ~ 12mm Varifocal Lens

-0.001Lux @ F1.2

- 4in1 Video Output (AHD/TVI/CVI/CVBS)

- OSD Menu, Can Switch Video Modes
- UTC (Up the Coax.)

-WDR / DNR/ IR-CUT / AGC / AWB
- 30FPS (NTSC)
- 12VDC(500mA)/24VAC

DIMENSIONS
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Image Sensor
Effective Pixels
Electronic Shutter
Mini. lllumination
Video Output

Video Frame Rate

IR LEDs

IR LEDs Distance
Day / Night

Auto White Balance
Wide Dynamic Range
Noise Reduction
OSD Menu

Focal Lens

Power Supply

Power Consumption
Working Environment
Dimensions

Weight

TA-VTVV6TQ

1/2.9” 2.4MP SONY CMOS Sensor
1920 (H) x 1080 (V)
1/60s ~ 1/100,000s

0.001Lux @ F1.2 (AGC On), OLux IR LED On

AHD/TVI/CVI/CVBS

1080P @ 30fps

18 Strong IR PCS

65ft Range

Auto (ICR) / B&W / Color
Yes

Yes

2D DNR

Yes

2.8 ~ 12mm Varifocal Lens
DC12V/I24VAC

500mA (AT 12VDC): LED ON
(-10C ~ 50C), Humidity: indoor 85%RH
139 x 122(H)MM

800g




