
Model Traffic Detect Method Range Network Support Alarm / Display Deployment Additional Function Applications

OET-213H-BTS1

Moderate to High, 

20-30 People Per 

Minute

Non-Contact Wrist 

Temperature 

Measurement 99% 

Accuracy

1-2.5cm

Yes, Free PC Tool, VMS to 

manage multiple units: 

EZStation up to (8) Terminals, 

Unicorn up to (100) Terminals

Auto Alarm, UI 

Determines mask or no 

mask, Wrist Temperature 

is displayed, Voice Alarm

Floor Stand or 

Wall Mount. 

Quick 

Deployment of 1-

2 Terminals

Face Recognition, 

Missing Mask 

Detection, Access 

Control - Sends 

Signal to open door

Schools, Campus, Office 

Building, Transportation

CW-180 Moderate

Non-Contact Wrist 

Temperature 

Measurement 

Integrated with 

Thermal Camera, 

High Accuracy, 

1-2.5cm (Wrist)

Yes, Mobile App Selectable, 

EZLive: Remote View, Playback 

and Notifications

Live Preview of Face and 

Temperature with Display 

Module, Voice Alarm, 

Video Displayed on 

Monitor, Statistics Repoet 

and Export

Floor Stand with 

NVR, Monitor and 

Wrist Module

Face Capture with 

Temperature 

Overlay, Camera 

Snapshot

Supermarket, Hotels, 

Government, Schools, 

Campus, Large Office 

Building

USS-TIC600

Large Traffic 

Areas, Crowds, 

Mutiple Readings 

at once, Up to 10 

People

Thermal 

Temperature 

Sensing Camera, 

Blackbody 

Calibrated, Rapid 

Detection over 

Wide Area

3-10M (9-30FT) Yes, Professional PC Client

Temperature and Face 

Display, Auto Alarm, 

Video Capture During 

Alarm Trigger

Set Up Detection 

Area, Deploy with 

Blackbody

People do NOT need 

to Stop and Scan

Railway, Seaport, Airport, 

Large Crowds, Processing 

Plants

OTC-513 Moderate
Non-Contact Wrist 

Temperature 
1-2.5cm No

Voice Alarm, 

Temperature Detection in 

C and F.

Rapid 

Deployment, Pole 

Mounted

Most Affordable, 

Easiest to Deploy

Supermarket, Hotels, 

Schools, Campus, Office 

Building

OPD-533TM Moderate
Non-Contact Wrist 

Temperature 
1-2.5cm No

Auto Alarm, Storage of 

Statistics and 

measurements

Indoor Gate

Metal Detector with 

18 Detection Zones, 

Metal Detect Alarm, 

People Counting, 

Facial Recognition

Campus, Schools, 

Transportation, 

Corrections Facility, Plant 

Entrance, Airports, Bus 

Terminal


