
PRODUCTS SPECIFICATIONS: 
OS Linux 

IP Video Input 1-CH 

Input IP Camera 

ONVIF Camera. AXIS, Honeywell, BOSCH, FLIR, PELCO, Tyco Vivotek, ACTi, WiseNet, Hanwha, CIB, 
HikVision, DaHua, UniView, Q-See, Lorex, Swann, Night Owl, ANNKE, LTS, ENS, Alibi, Hunt, Unix CCTV, 
GeoVision, Amcrest etc. 

POS 
GILBARCO Passport, Verifone Ruby2 Topaz, JMSC, SAM4S, 7 Eleven, CASIO, LOC, pcAmerica, Keystroke, 
StoreTender, POSitouch, AST, L-BOSS, MicroSoft Dynamic, MODISoft, NRS, Focus etc. 

Input Resolution 8MP/6MP/5MP/4MP/3MP/1080p/UXGA/720p 

IP Video Output 1-CH 

Output Video Standard ONVIF 

Output Resolution 8MP/6MP/5MP/4MP/3MP/1080p/UXGA/720p 

Number of Rows 1-48 Rows 

Number of Column 1-120 Columns 

Character Color Red, Yellow, Orange, Blue, Black, White 

Character Font Size 4 Levels 

Line Processing Compress, Justification, Scroll Delay 

Auto Scrolling Yes 

Overlay Area Size Adjustable 

Overlay Area Adjustable 

RS232 Yes 

Network Port 1 x RJ-45 10/100M     TCP/IP/UDP 

USB Port 2xUSB2.0 

Exceptions VOID, Cancel, No Sale, Discount, Coupon, Return, Delete, Price Change, or Customized define. 
Exception Operator >, <, >=, <= 

Alert Email, Buzzer, Phone Notification, Color Switch 

XVR/NVR/CMS Supports All ONVIF Compatible XVR/NVR/CMS 

Input Power DC 12V~2A 

Operating 
Temperature 

10" ~ 40" (50"~104") 

Dimension 7” x 5” x 2” 
Weight ≤ 3lb 

 
 


